
BoQs of Air conditioners with Installation for New Faculty Block

Sr. #
Description of 

Items
Technical Specifications Make / Brand Unit Price (Rs.) Total Price (Rs.)

1-Ton Air 

Conditioner  

Compressor Mitsubishi or equivalent, Refrigerant R22, Refrigerant Pipe Pure 

Copper,Fixed Frequency, Cooling Capacity 12000 BTU , Air Circulation 

(m3/h) 550, Power Supply (Ph/V/Hz) 1,220,50, Remote controlled, Auto restart 

after power failure, Type split AC Wall Mounted

Haier, Orient, 

Pel, Gree, 

Dawlance, 

Waves or 

Equivalent

32 Nos.

MS Bracket for Outdoor 4.6mm thickness and paint on frame  with 3/4" dia 

PVC pipe (Popular or equivalent) for drain water, Control wire flexible 110/.76 

(GM or equivalent) from indoor to outdoor as per required load, refreigrant 

copper pipe guage 22 (US Standard), 60mm x 60mm PVC duct (Adam Jee or 

Equivalent) to cover insulated metal tubing between in-door and out-door units 

and PVC drainage pipe; including the cost of carriage to site and fixing in 
32 Job1

Rates to be quoted inclusive of all 

(applicable) taxes

Qty

1 Ton Air Conditioners, Unit + Installation (A)

and PVC drainage pipe; including the cost of carriage to site and fixing in 

position; lacquer spray on refrigerant copper pipe (indoor and Outdoor) and on 

all connections , all installation done with screws complete in all respects and 

to the entire satisfaction of the engineer in charge.                                                                              

Note: 10 Rft refrigent pipe including control wire and drain pipe will be 

provided with installation kit. Additional pipe used if any will be seperately 

charged.

32 Job

Refrigent Copper Pipe (if more than 10 Feet) 1 RFT

Electric flexible control wire size 110 / 0.76 (if more than 10 Feet) 1 RFT

Drain Pipe 3/4" dia PVC (if more than 10 feet) 1 RFT

1.5-Ton Air 

Conditioner  

Compressor Mitsubishi or equivalent, Refrigerant R22, Refrigerant Pipe Pure 

Copper,Fixed Frequency, Cooling Capacity 18000 BTU , Air Circulation 

(m3/h) 750, Power Supply (Ph/V/Hz) 1,220,50, Remote controlled, Auto restart 

after power failure, Type split AC Wall Mounted

Haier, Orient, 

Pel, Gree, 

Dawlance, 

Waves or 

Equivalent

58 Nos.

1

Sub Total

1.5 Ton Air Conditioners, Unit + Installation (B)

Installation of 1-

Ton Air 

Conditioner



MS Bracket for Outdoor 4.6mm thickness and paint on frame  with 3/4" dia 

PVC pipe (Popular or equivalent) for drain water, Control wire flexible 110/.76 

(GM or equivalent) from indoor to outdoor as per required load, refreigrant 

copper pipe guage 22 (US Standard), 60mm x 60mm PVC duct (Adam Jee or 

Equivalent) to cover insulated metal tubing between in-door and out-door units 

and PVC drainage pipe; including the cost of carriage to site and fixing in 

position; lacquer spray on refrigerant copper pipe (indoor and Outdoor) and on 

all connections , all installation done with screws complete in all respects and 

to the entire satisfaction of the engineer in charge.                                                                              

Note: 10 Rft refrigent pipe including control wire and drain pipe will be 

provided with installation kit. Additional pipe used if any will be seperately 

charged.

58 Job

Refrigent Copper Pipe (if more than 10 Feet) 1 RFT

Electric flexible control wire size 110 / 0.76 (if more than 10 Feet) 1 RFT

Drain Pipe 3/4" dia PVC (if more than 10 feet) 1 RFT

Installation of 

1.5-Ton Air 

Conditioner  

2

4-Ton Air 

Conditioner  

Compressor Mitsubishi or equivalent, Refrigerant R22, Refrigerant Pipe Pure 

Copper, Fixed Frequency, Cooling Capacity 48000 BTU, Type Cabinet floor 

standing, Power Supply (Ph/V/Hz) 3,380,50.

Haier, Orient, 

Pel, Gree, 

Dawlance, 

Waves or 

Equivalent

5 Nos.

MS Brackets for Indoor and Outdoor units 4.6mm thickness and paint on 

frame, with 3/4" dia PVC pipe (Popular or equivalent) for drainage, control 

wire 40/0.76 flexible (GM or equivalent) from indoor to outdoor as per required 

load, refrigerant copper pipe guage 22 (US Standard), 60mm x 60mm PVC 

duct (Adam Jee or Equivalent) to cover insulated metal tubing between in-door 

and out-door units and PVC drainage pipe; including the cost of carriage to site 

and fixing in position; lacquer spray on  all copper pipes, all installation make 

with screws, complete in all respects and to the entire satisfaction of the 

engineer in charge.                                                                                                            

Note: 10 Rft refrigent pipe including wire and drain pipe will be provided with 

installation kit. Additional pipe used if any will be seperately charged.

5 Job

Refrigent Copper Pipe (if more than 10 Feet) 1 RFT

Electric flexible control wire size 40 / 0.76 (if more than 10 Feet) 1 RFT

Sub Total

4 Ton Air Conditioners, Unit + Installation (C) 

Installation of 4-

Ton Air 

Conditioner

3



Drain Pipe 3/4" dia PVC (if more than 10 feet) 1 RFT

4 Fan Heater
2000 Watt  180-220Volt AC fine quality Auto Control Temperature with 

thermostate, Safety auto off protection against over heating.

Phillips, 

Cambridge, 

West Point or 

equivalent

105 Nos.

Note: The decision for rates of each category (A, B, C and/or D) will be made separately.  

Sr. Manage Works

Sub Total

Sub Total

Fan Heaters (D)


